
Missed shot detection function

Detection unit for
instantaneously checking of all shots

Detection unit

Continuous dispensing
of an entire can of grease

Helps to reduce on running costs.

Applying grease from many angles at

high speed with pinpoint shooting!

Pinpoint shooting of fixed volumes
with non-contact JET

Setup the system by directly connecting it to the can

GREASE JET
syringe part

GREASE JET
dispensing nozzle Automatic filling

controller

Dispense controller

Grease supply pump

Gear teeth

Ideal for dispensing in uneven
or confined areas.

Detects dispensing failures or faulty
dispensing with detection function, with
results output as I/O signals.

Dispense from any direction
- underside, side, or oblique angles

Hard-to-access parts

Grease jet dispensing system



Dispensing head unit
rotation specifications

Work rotation
specifications

Toner cartridge partsSeat rail partsDoor lock components Instrument panel
switch parts

Desktop robotFullyautomatic Multi-purpose
dispensing machine

Multi-purpose
vertical articulated robot

MUSASHI’s motion units, from fully automatic to semi automatic operation

Cartesian robot

Example applications

MJET-4-CTR
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Previous technology Newest technology
Synchro Speed™
function ON

Automatic filling
controller

Greasejet dispensesystemconfigurationandconnectiondiagramSynchro Speed™function

Maintains a fixed line width,
regardless of robot speed.
Achieves high-quality
dispensing automatically,
without the need for any
complex adjustments.
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